
Sr. No COMPOSITION

1 EACH GM OF READY MIX FILM COATING MATERIAL CONTAINS:

HYDROXYPROPYLMETHYL CELLULOSE (15 CPS) USP………….50-60%

PROPYLENE GLYCOL USP……………………………………………10-15%

TALCUM USP……………………………………………………………..10-15%

TITANIUM DIOXIDE USP…………………………………………………10-20%

EACH GM CONTAINS:

POLYMER…………………………………………………………………10-80% w/w

PLASTICIZER……………………………………………………………...01-30% w/w

OTHER ADDITIVES……………………………………………………….01-20% w/w

OPACIFIER…………………………………………………………………01-30% w/w

COLOURANT……………………………………………………………….00-30% w/w

EACH GM CONTAINS:

POLYMER…………………………………………………………………10-80% w/w

PLASTICIZER……………………………………………………………...01-30% w/w

OTHER ADDITIVES……………………………………………………….01-50% w/w

OPACIFIER…………………………………………………………………01-30% w/w

COLOURANT……………………………………………………………….00-30% w/w

DIRECT COMPRESSION EXCIPIENTS

EACH GM CONTAINS:

DISINTEGRANT/DILUENTS/LUBRICANTS/GLIDANTS………………..01-99% w/w

BINDERS…………………………………………………………………….01-15% w/w

PRESERVATIVES………………………………………………………….00-02% w/w

FLAVOURS………………………………………………………………….00-10% w/w

COLOURANTS………………………………………………………………00-15% w/w

COMPOSITION

EACH GM OF DRY COLOUR COATING MIX CONTAINS:

BLACK IRON OXIDE………………………………………………………..99.5%

TITANIUM DIOXIDE USP……………………………………………………0.5%

COATING POWDERS


